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TYPE II-B SERVICE EQUIPMENT ENCLOSURE LEGEND (120/240 V) [w)
ITEM COMPONENT NAMEPLATE DESCRIPTION ITEM COMPONENT NAMEPLATE DESCRIPTION -
(D [ NEUTRAL LuG 30 A, 240 V, 2P, CB SIGN ILLUMINATION o
(@ [ LanpiNG LuG G5 [ 100 A, 240 v, 2P, CB MAIN BREAKER
(3 [ TEST BYPASS FACILITY © | 30 A, 240 v, 2P, CB LIGHTING )
(@) |METER SOCKET AND SUPPORT {) |50 A, 120 v, 1P, CB SIGNALS -
(5) [ TERMINAL BLOCKS 19 [30 A, 120 v, 1P, CB RAMP METERING >
(6) | NEUTRAL BUS 19 |20 A, 120 V, 1P, CB IRRIGATION 4
(@ [cround BuS 15 A, 120 V, 1P, CB LIGHTING CONTROL
GROUNDING ELECTRODE @) [15 A, 1P, TEST swiTCH 1ISNS TEST SWITCH X
(@ [30 A, 2P, NO CONTACTOR SIGN ILLUMINATION 22 |15 A, 1P, TEST SWITCH LIGHTING TEST SWITCH (2]
@ PHOTOELECTRIC UNIT (NOTE 4)|PEU @ 60 A, 2P, NO CONTACTOR LIGHTING v
@) [15 A, 1P, TEST SWITCH SIGN ILLUMINATION TEST SWITCH 15 A, 120 v, 1P, CB 1ISNS
@ [15 A, 120 v, 1P, CB SIGN ILLUMINATION CONTROL @5 |30 A, 2P, NO CONTACTOR 1ISNS g
@ [ 15 4,120 v, 1P, CB FLASHING BEACON 9 |20 A, 120 v, IP, CB TELEPHONE DEMARCATION CABINET f
@) [15 A, 120 v, 1P, CB [ISNS CONTROL N
NOTES: m
1. Unless otherwise indicated on the plans, service
equipment items shall be provided for each service STATE OF CALIFORNIA
equipment enclosure as shown. DEPARTMENT OF TRANSPORTATION
2. Connect to remote test switch mounted on lighting
standards, sign post or structure when required. ELECTRICAL SYSTEMS
3. Hems@omd@sho\\be isolated from the (SERVICE EQUIPMENT ENCLOSURE AND
servicé equipment enclosure.
TYPICAL WIRING DIAGRAM,
4, Type Y photoelectric control shall be used unless -
otherwise indicated on the plans. TYPE m B SERIES)
5. [tem @ ,@ and @ shall be ganged operated CB. NO SCALE
6. The plan shows the approximate location of devices

within the enclosure. Components may be rearranged,
however, the "working" clearances within the service
equipment enclosure shall be maintained.
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